PT-10 & PTC-10
iomm rotary potentiometer

PT-10 PTC-10

Main features

Plastic material according to UL94V-0 upon request yes
Resistive element carbon cermet
Dust proof enclosure yes yes
Supplied in magazines for automatic insertion yes yes
Wiper positioned at 50% or fully clockwise yes yes
Low & extra low torque versions yes yes
Mechanical detents yes yes
Special tapers yes yes
Cut track option yes upon request
Laser trimming for tighter tolerances - yes
Crimped terminals available yes yes
Switch version available yes yes

(see Encoders & switches catalogue)

PT-10 PTC-10

Electrical specifications

Range of values* 100Q<Rn<5M (Decad. 1.0-2.0-22-25-47 - 50)
Tolerance™ 100Q <RNn<1IMQ ... +20%
1IMQ <Rn<5MQ ____.. + 30%
Max. Voltage 200 VDC (lin) 100 VDC (no lin)
Nominal Power 50°C (122°F) 70°C (158°F)
0.15 W (lin) 0.07 W (no lin) 0.33 W (lin) 0.17 W (no lin)
Taper* Lin, Log, Alog (Log & Alog only Rn>1k)
Residual resistance* <0.5% Rn (5Q min.)
Equivalent noise resistance <3% Rn (3 Q min.)
Operating temperature -25°C +70°C** —40°C +90°C
(-13°F +158°F) (—40°F +194°F)

(*) Others upon request ~ (**) Up to 85°C depending on application

Mechanical specifications

Mechanical rotation angle 235° £ 5°

Electrical rotation angle 220° + 20°

Torque 0.4 to 2 Ncm. (0.6 to 2.7 in-0z)
Stop torque > 5 Ncm. ( >7 in-0z)

Life Up to 10K cycles. Others upon request
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Rotors (wipers positioned at 50%)

M = Hexagonal
thru hole

L = Screwdriver
thru hole

G = Hexagonal
thru hole
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Y = Adjustable from terminal side
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Z = Adjustable from collector side
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Adjustable from collector side

K = Cross slot
thru hole

.

Adjustable from terminal side
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